
Specification Chart

1770 1960 2160

mm Kg/100m kN kN kN

10 42.5 63.0 70.6 76

12 61.7 90.7 102 109

13 72.5 106 119 128

14 84 124 138 148

16 110 161 181 194

18 140 204 229 245

19 155 227 255 273

20 174 252 282 302

22 208 305 342 366

24 248 363 406 435

26 292 426 477 511

28 339 494 553 593

30 387 567 635 680

32 441 645 723 774

35 531 772 864 926

36 561 817 914 980

38 625 910 1020 1092

40 693 1008 1130 1210

42 764 1112 1245 1334

44 838 1220 1366 1464

48 997 1452 1626 1742

Normal

Diameter

Approximate

Mass

Minimum Breaking Force

BULL ROPE - 35x7 (1-6) + WSC

39www.BullRope.co.uk

Details of Wire Rope

� Superior rotation resistance
� High strength
� Flexibility

SpecificationA

� Galvanized
� UnGalvanized

� RHO (Right Hand Ordinary lay)
� LHO (Left Hand Ordinary lay)
� RHL (Right hand Langs lay)
� LHL (Left hand Langs lay)

FinishB

Lay OptionsC

CORE APPLICATIONS

IWRC

More sizes available! The table shows some of our rope sizes. For additional options, just ask!

CRANE

OIL & GAS


